Descriere

Potrivit specificatiilor

Unitdti de Tmpachetare

05000S Motor Oil 5W-50 Premium Synthetic SN

Versiune Document: 7 apr. 2024

Acest ulei sintetic premium a fost special creat pentru lubrifierea perfectd a motoarelor
pe benzina si diesel de Tnalta performanta si de mare putere, cu sau fara un
turbocompresor. Formula asigurd o protectie excelenta impotriva frecarii si asigurd o
pelicula superioara de ulei de lubrifiere la viteze mari.

ACEA A3/B4
API CF /SN

NR. ART.

05001S
05004S
05005S
05020S
05060S
05205S
05999S
P0O5000S

VOLUM

1L
4L
5L
20L
60 L
205 L
1000 L
1L
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ELEMENTE PER
PALET

450
112
112
30
6

2



Analize standard

Density la 15°C

Viscosity

SAE

Kinematic Viscosity la 40°C
Kinematic Viscosity la 100°C
Viscosity Index

Dynamic Viscosity la -30°C

Flashpoint COC
Pourpoint

Total Base Number

Sulphated Ash
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0.852
5W-50
5W-50
118

18
170
6200

235
-30

9.6

11

kg/l

mm2/s
mm2/s
mPa.s

°C
°C

mgKOH/g

mass%

ASTM
D4052

ASTM D445
ASTM D445
ASTM
D2270
ASTM
D5293
ASTM D92
ASTM
D6892
ASTM
D2896
ASTM D874



