16000CVT CVT Constant Variable Transmission Special
Fluid
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Descriere Acest lichid CVT sintetic premium multigrad este utilizat n diferite transmisii CVT care
utilizeaza o curea de transmisie sau un lant de otel. Acest ulei de transmisie a fost special
conceput pentru transmisiile Mercedes-Benz A si B si transmisiile Multitronic ale grupului
VAG.

Potrivit specificatiilor BMW 8322 0136 376 /83 22 0429 154
Chrysler CVT+4
Daihatsu AMIX CVTF-DC
Dodge CVT+4
Ford M2C928-A
GM DEX-CVT
Honda HCF-2
Jeep CVT+4
MB 236.20
Mitsubishi CVTF-J1 / CVTF-J4
Nissan CVT Fluid NS-1 / CVT Fluid NS-2 / CVT Fluid NS-3
Subaru ECVT / Lineartronic CVTF /i-CVT
Suzuki CVT Green 1 / CVT Green 2
Toyota CVT FE / TC
VW G 052 180 /052 516
VW TL 52 180 /52 516

Unitati de impachetare NR. ART. VOLUM ELEMENTE PER ELEMENTE PER
UNITATE PALET

16001CVT 1L 6 450

16004CVT 4L 4 112

16020CVT 20L 1 30

16060CVT 60 L 1 6

16205CVT 205 L 1 2

16999CVT 1000 L 1 -
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Analize standard

TEST

Density la 15°C

Colour

Viscosity

Kinematic Viscosity la 40°C
Kinematic Viscosity la 100°C
Viscosity Index

Flashpoint COC

Pourpoint

Brookfield Viscosity la -40°C

VALOARE

0.848
barnstone
10W

34

7

173

210

-52
11900

kg/l

mm2/s
mm2/s

°C
°C
mPa.s

METHOD

Aceste caracteristici sunt tipice pentru productia actuald. Pot aparea variatii in aceste

caracteristici.
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